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PRODUCT SPECIFICATION – ACE SANDBAG® 

Revision 06-2026 

600D Solution Dyed Polyester (Outer Shell) 

Property Specification Test Method 

Material 600D Solution Dyed Polyester  
Fabric Weight 6.8 oz/yd² (230 g/m²) ASTM D3776 

UV Resistance / Outdoor Life 6000 hr / 3 Years Manufacturer Spec 

Colorfastness to UV Grade 4.5 @ 2,000 hr AATCC 16.3 

Flame Retardant No California TB117 

Water Flow Rate <.1 CFM (Water Resistant) ASTM D737 

Finish Durable Water Repellent (DWR) AATCC 22 

Coating 2-Pass Polyurethane Manufacturer Spec 

Weave Plain  
Fiber Content 100% Polyester AATCC 20 / AATCC 20A 

Yarn Size 600D Warp / 600D Fill ASTM D1907 

Yarn Count 48 × 28 per inch ASTM D3775 

Grab Tensile 373 × 257 lb Minimum ASTM D5034 

Tear Strength 30.0 × 23.5 lb Minimum ASTM D2261 

Abrasion Resistance 
171 Cycles to Yarn Break / 344 
Cycles to Hole ASTM D3884 

Flex Resistance   ASTM D6182 
 

#138 CHAIN STITCH BAG CLOSURE 

Property Specification Test Method 

Thread Material High-Tenacity Polyester Bag Closing Thread ASTM D204 

Thread Size 2,580 Denier Manufacturer Spec 

Thread Tensile Strength 21 lb minimum (25 lb nominal) ASTM D2256 

Seam Construction Single Chain Stitch Closure ASTM D6193 

Seam Strength 70 lb Minimum ASTM D1683 

Elongation at Break 12–18% (15% nominal) ASTM D2256 
 

 

 

 

 

 

 

 

Page 1 of 3 



 

(800) 550-1235 

(702) 202-3820 

sandbagstore.com  

 

2752 Abels Ln  

Las Vegas, NV 89115  

Class 4S C-33 Masonry Sand 

Physical & Material Properties 

Property Specification Test Method 

Material Natural Silica Sand ASTM C33 

Classification Fine Aggregate – Class 4S ASTM C33 

Color Tan / Natural  

Density (Unit Weight) 116.5 lb/ft³  ASTM C29 

Material Hardness Quartz Based (Mohs ~7) Mineral Hardness Scale 

Bulk Specific Gravity (SSD) 2.751 ASTM C128 

Bulk Specific Gravity (Dry) 2.718 ASTM C128 

Apparant Specific Gravity 2.81 ASTM C128 

Absorption 1.20% ASTM C128 

Sand Equivalent 96 ASTM D2419 

Fineness Modulus 3.09 ASTM C136 

Voids in Aggregate 31.20% ASTM C29 

Weed-Free Status 
NAISMA Certified Weed-Free 
Source NV Dept of Agriculture 

Organic Impurities <3 Max ASTM C40 

Clay Lumps & Friable Particles 0.10% ASTM C142 

Lightweight Particles 0.00% ASTM C123 

Sodium Soundness Loss 0% ASTM C88 
 

Sieve Analysis 

Sieve Size Percent Passing ASTM C33 Limits 

3/8" 100%  100% 

#4 100%  95-100% 

#8 82%  80-100% 

#16 54%  50-85% 

#30 32%  25-60% 

#50 17%  5-30% 

#100 7%  0-10% 

#200 3.30%  0-5% 
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Class 4S C-33 Masonry Sand 

Functional Characteristics 

Property   Specification   

Fill Material  ASTM C33 Fine Aggregate 

Source  Sloan, Nevada, USA  
Organic Content  Weed-Free Certified  
Dust Content  Controlled per ASTM C33 

Particle Shape  Natural Angular to Sub-Angular 

Compaction Characteristics  Excellent  
Drainage Characteristics  Moderate  
Freeze-Thaw Durability  Excellent  
Non-Hazardous  Yes  
Recyclable  Yes  
Combustibility  Non-Combustible  
Water Solubility  Insoluble  
UV Stability  Permanent Mineral Material 

Shelf Life  Unlimited When Dry  
 

 

DIMENSION 

WEIGHT (lb) LENGTH (in) WIDTH (in) THICKNESS (in) 

0 26.0 14.0 0 

30 18.5 12.5 3 

40 18.0 12.0 4 

50 17.5 11.5 5 
 

 

 

 

 

 

 

 

 

 

 

 

 

Page 3 of 3 


